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     Aunion Tech Co.,Ltd 
             Room 904 Building 1 No.1878, West Zhongshan Road, Shanghai 200235, China 

Tel: +86-21-51083793                  Fax:+86-21-34241962 
E-Mail: info@auniontech.com         Website: www.auniontech.com 

参数如下： 
Model  Number FLCPA-01C-390-2 FLCPA-01C-390-10 FLCPA-01C-390-2C 

Optical Specifications 

OutputWavelength (nm)  390 

Minimum Pulse Width (fs) <400 （典型） <400 <90 

Maximum Pulse Energy (n 

J) 

>150@2MHz >30@10MHz >90@2MHz 

Repetition Rates and Pulse 

Energies 

16 repetition rates from 

120 KHz to 10 MHz。

Pulse energy >150 nJ 

from 120 KHz to 

2MHz. Pulse energy 

drop to 0 from >2-10 

MHz。 

16 repetition rates 

from 120 KHz to 

10 MHz 。 Pulse 

energy >30 nJ from 

120 KHz to 10 

MHz.  

16 repetition rates from 

120 KHz to 10MHz 。

Pulse energy >150 nJ 

from 120 KHz to 2MHz. 

Pulse energy drop  to 0  

from >2-10 MHz。 

Maximum Average Power 

(W) 

>0.3@2 MHz >0.3@10 MHz >0.18@2MHz 

Beam Quality, M2 <1.3 (典型） 

Polarization Extinction 

Ratio (dB) 

>20 

Beam Size at output (mm) 1 (典型） 

Output Beam             Free space output,  collimated beam 

Electrical Specifications 

Voltage (V) 85-264 VAC and 50/60 Hz frequency  

Electrical Synchronization 

Output 

~ 0.5 V, SMA connector 

Power Consumption (VA) <350 (100 typical) 

Environmental Specifications 

Cooling Air cooling 

Operating temperature (℃） 17-32 

Storage Temperature (℃） 0-50 

Physical Specifications 

Laser HeadDimensions (cm, 

Kg) 

48(W) x76(D) x14(H); ~31 Kg 

Electrical  Controller (cm) 48(W) x50(D) x18(H); ~14 Kg 

Connections ~ 2 meter long electrical cables  
I/O Control Specifications 

Diagnosis Internal self diagnostics via RS232 

Laser Status Indicators on 

Controller front panel 

Electrical Power On/Off, Laser On&Good Emergency Stop 
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