
3D机器视觉在轨道交通行业
的整体解决方案
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7 路面检测

2 5C(弓网检测)

5 枕木质量检测

4 轨面检测3D轨道交通案例分类

3 车顶异物检测

6 基础设施模块化检测

1 5T(车体检测)
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车体检测
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车体检测

▸TFDS(货载车缺陷检测系统) 
▸TEDS(客载车缺陷检测系统) 需求
▸ 适应速度40/80/120/180/300km
▸ 检测区域：车侧、车底关键区域
▸ 安装：检测站
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车体检测---火车制动/连接件监测
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车体检测---火车制动/连接件监测
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车体检测---火车制动/连接件监测

采用西克高达46KHZ的扫描速率和高光敏性
的3D相机，非常适合高速和低对比度检测。
火车，制动/连接件监测，对火车安全维护工
作具有重要意义。
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车体检测---火车制动/连接件监测

铁路和道路等运输系统的预防性维护是一项具有挑战性的任务。西克相机具有高速和高光敏
性，IP65/67防护等级，使得它非常适合在苛刻的环境中使用，如道路或铁路等的OCR识别。
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车体检测---火车制动/连接件监测
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车体检测---火车制动/连接件监测
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弓网检测

接触网磨损、偏移检测
受电弓磨损、偏移检测
安装：检测车、检测站
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弓网检测--- 6C系统架构图
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弓网检测---现场检测
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弓网检测--- 3D组件
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弓网检测---参数配置
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车顶异物
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轨面检测
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轨面检测
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轨面检测---检测要求
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轨面检测---图像分析
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基础设施模块化检测(隧道/隔音墙)
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路面检测
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路面检测---工作原理
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路面检测
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路面检测---内容细分
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路面检测---方案

将3D相机的整套组件安装在SUV车顶的后端，利用激光三角的原理，
不断将反馈位置的脉冲发送至3D相机，将整体路面的三维点云数据采集后发
送至PC。PC端根据获取的点云数据进行图像处理，检测出路面的裂缝，凹凸
不平等等不良信息。
The complete set of SICK Ranger camera is installed at the rear end of the 
SUV roof. Based on the laser triangle, Ranger get the pulse of the feedback 
position continuously. And the 3D point cloud data of the whole road surface 
is collected and sent to the PC. The PC performs image processing based 
on the acquired point cloud data, and detects bad information such as 
cracks on the road surface, unevenness in unevenness, and so on.
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路面检测---视觉系统搭建
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路面检测
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路面检测
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路面检测---视觉系统搭建
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